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1 
Introduction 

Thank you for purchasing this device. Selecting this device, you have chosen all the advantages of 
refrigeration technology that can guarantee you quality, durability and reliability. 
To familiarize yourself with all the features of your new appliance, please read carefully this manual. 
We hope you will be satisfied with your new appliance. 
Please retain this manual for use and installation. In case the device is sold to another owner, please 
accompany it with this manual.  

2 
RECYCLING OF THE APPLIANCE 

This appliance is in compliance with the 2002/95/EC, 2003/108/EC (RoHS) and 2002/96/EC (WEEE) 
directives and all their following amendments. 

 

 

3 
Transportation ς Positioning ς Installation 

 

 
 

During the transportation, installation and handling of the device must be kept in an upright 
position. Failing to do so, it may cause problems in the operation of the refrigerator. 

 

Remove all packaging. Move carefully the device to its final position. 
                                       

Adjust the legs so that the front side is approximately 1cm higher from the back to ensure that the 
doors are closing. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

+1cm 
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To ensure efficient operation do not place the device near heat sources. The appliance is 
designed to operate in an ambient temperature of up to 43 ϲ/Φ 

 

4 
Starting Up 

 

The appliance is supplied with a power plug. 
The power plug is stored in the back side of the appliance, under the condensing unit. Remove 
it and connect it to the power socket. 

 

          

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

The power socket that your appliance will be connected must be provided with ground. 

 

¢ƘŜ ǘƘŜǊƳƻǎǘŀǘ ǿƛƭƭ ǇŜǊŦƻǊƳ ŀ ǎŜƭŦ ŎƘŜŎƪ ŦƻǊ п ǎŜŎƻƴŘǎ ŀƴŘ ǿƛƭƭ ŘƛǎǇƭŀȅ άƻCCέΦ 
Do not touch the display during self test. 

 

 

 

 

 

 

 

Press the on/off switch on the thermostat continuously. The figure that will appear in the display 
shows the temperature in the cabinet. 
The compressor starts after 2 minutes. 
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Do not store products in the appliance until the appliance reaches the regulated temperature 
(pag. 9, ch. 6). Do not load your appliance with big quantities of products at once.  

 

5 

Instructions for correct operation 

 

To ensure the correct function of your appliance, please follow the instructions below. 

 

 

 
 

Do not cover the intake air slots when the appliance is working. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Store all products in such way, to avoid blocking the air circulation. Do not store products 
outside the margins of the shelves. 
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5ƻƴΩǘ ōƭƻŎƪ ǘƘŜ ŜǾŀǇƻǊŀǘƻǊ ŦŀƴǎΦ [ŜŀǾŜ ŀǘ ƭŜŀǎǘ млŎƳ ŀǿŀȅ otherwise the refrigeration in the 
appliance will be impaired. 

 

 

         

 

 

 

 

 

 

 

 

 

 

 
 

Do not store hot 
food or hot 
drinks in your 
appliance. 

 

 

 

                     

 
 

Cover the food with a plastic wrapper 
before storing it into the appliance and 
seal properly products containing or are 
based on vinegar, lemon, onions or have 
other acidic fumes. 

 

                                                      

 

 

 

                 

 
 

Your evaporator is painted with special epoxy anti-corrosion and anti-bacterial coating. 

 

10 cm  
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6 
Temperature regulation 

 

Unlock the Thermostat (page 13). Press [  ] and then [  ] to see the temperature 

setting. If you wish to change, press the arrows [  ] or [ ] accordingly. To save the new 

value press again [  ]. 
 

 

 

 

 

 

 

 

 

 

 

7 
Defrosting 

 

Defrosting is automatically performed every 4 hours so ice is not accumulated on the 

evaporator. It can also be performed manually by pressing the key [  ] ǳƴǘƛƭ άŘCǊέ ŀǇǇŜŀǊǎ 
on the display. If the refrigerator is on heavy load conditions (frequent door opening) manual 
defrosting may become necessary. 

  

 

 

 

 

 

 

 

 

The water from the defrosts evaporated automatically. 
 

1 

2 

3 

4 
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8 
Fault codes on the display 

 

In all alarms, the alarm code alternating with temperature. 
 

 

 

 

 

 

 

 

 

[LF1]: Sensor failure. If the sensor fails, the compressor remains on for 4 minutes and off for 4 
minutes. Technical assistance should be requested. 

 

 

 

 

 
[AHi ] : High temperature alarm. 

[ALo] : Low temperature alarm. 

9 
Cleaning ɼʰʻʰˊʽˋ˃ˈˌ Nettoyage Reinigung 

 

 
 

 

Before cleaning, always disconnect the plug from the electrical supply. 

 

For correct operation and protection of your appliance, frequent cleaning is recommended. 
 

Do not use sharp or other similar objects which may damage your appliance. 
 

Clean the inside and outside surfaces with a mild soap solution. 
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Do not use detergents or 
substances based on 
chlorine or acid solvents.  
These may cause 
corrosion of stainless 
steel surfaces or and the 
copper pipes of the 
evaporator. 

 

 

 

 

 

 

 

For easier cleaning of the interior of the device, you can remove the shelves, the removable 
guides and removable support bars. 
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Clean frequently the plastic dip tray (a) of the evaporator and the drain siphon funnel (b) to 
avoid blockages. 

 

 

 

 

 

 

 

 

 

 

 

 
 

Make sure that the plastic dip tray locks on the evaporatorΩǎ ǎƭƻǘǎ όŎύ ŀƴŘ ǘƘŜ ƘƻƭŜ ƻƴ ǘƘŜ 
back side. 

 

 

 

 

 

 

 

 

 

10 
Turning the appliance off for long periods of time 

 

In case turning the appliance off for long periods of time is required: 

 Turn the appliance off. 

 Disconnect from the electrical supply. 

 Empty the appliance and clean it as indicated above. 

 Keep the doors open in order to prevent the formation of unpleasant odors. 

 

11 
Saving energy advices 

 

Open ǘƘŜ ŀǇǇƭƛŀƴŎŜΩǎ ŘƻƻǊǎ ŀŎŎƻǊŘƛƴƎ ǘƻ ȅƻǳǊ ƴŜŜŘǎΦ !ǾƻƛŘ ǳƴƴŜŎŜǎǎŀǊȅ ǳǎŜΦ 

Do not place your appliance near heat sources such as radiators, ovens or under direct 
sunlight. 

Do not fill at once your appliance with big quantities of products, because this will increase 
energy consumption. 

a c b 

c c 
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12 
Maintenance 

 

 
 

Before maintenance, always disconnect the plug from the electrical supply. 

 

After the first year of service, maintenance should be performed by a qualified technician, 
who will recommend the maintenance frequency according to the working environment of 
your appliance. 

 

 

 

 

 

 

 

 

 

 

13 
TEMPERATURE SENSOR COVER REMOVAL 

 

Pull the sensor out of the cover and turn the cover counter clockwise. 
 

      

 

 

 

 

 

 

 

14 
Thermostat KIOUR-RSD -  Controller Instructions manual 

 

To unlock the thermostat, use only one finger to press the 3 buttons sequentially in the order 

shown below. After each button press, a corresponding dash will appear in the display. After all 

3 dashes are displayed the message "unL" will be displayed. 


